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CONSTRUCTION ZONE VEHICLE ACCESS POINT TO BE
RESTRICTED TO SINGLE LOCATION.  ENTRY POINT TO BE
CONSTRUCTED AS SHAKE DOWN POINT USING
TEMPORARY CATTLE GRID OR DUMPED ROCK (MINIMUM
150MM DIAMETER STONE) TO PREVENT LOOSE
SEDIMENT TRANSPORT ON VEHICLES OFF SITE

AS SOON AS NEW KERB INLET PIT CONSTRUCTION IS
COMPLETED AND PAVEMENT RECTIFIED, INLET
PROTECTION MEASURES ARE TO BE INSTALLED.

TEMPORARY SEDIMENT FENCE TO BE INSTALLED TO
SITE BOUNDARY PRIOR TO COMMENCEMENT OF
CLEARING AND GRUBBING WORKS.
SEDIMENT FENCE TO BE MAINTAINED UNTIL
EMBANKMENT LANDSCAPING COMPLETED

EMBANKMENT SURFACE TO REMAIN TURFED FOR
AS LONG AS PRACTICAL TO CONTROL EROSION
POTENTIAL.
ONCE CLEARED IT IS TO BE LANDSCAPED AS SOON
AS PRACTICAL (UPON COMPLETION OF WORKS) TO
MINIMIZE EXPOSURE

EXISTING KERB INLET PIT TO BE FITTED
WITH INLET PROTECTION (SAND BAG
BUND WITH FILTER CLOTH OVER GRATE
OR EQUIVALENT ALTERNATIVE)

PRIOR TO COMMENCEMENT OF
TRENCHING IN BINALONG ROAD,
2X SEDIMENT BUNDS TO BE INSTALLED
ON KERB LINE TO DOWNSTREAM SIDE
TO CONTROL SEDIMENT

SEDIMENT FENCE TO BE
LOCATED ON HIGH SIDE OF
EXISTING CONCRETE INVERT

TEMPORARY SEDIMENT FENCE TO BE INSTALLED
TO TOP OF EMBANKMENT AND MAINTAINED AS
LONG AS PRACTICAL.
TO BE REMOVED AS NECESSARY FOR
CONSTRUCTION ACTIVITIES.

SEDIMENT CONTROL FENCE TO EXTEND SOUTH ALONG
BOUNDARY AS NECESSARY TO ENSURE CONTRACTOR
COMPOUND RUNOFF IS CAPTURED AS WELL AS
CONSTRUCTION SITE

ALL NEW AND EXISTING DRAINAGE INLETS TO BE
PROVIDED WITH APPROPRIATE SEDIMENT CONTROL
MEASURES (FILTER CLOTH OVER GRATES AND/OR
FILTER BUNDS ETC.)

DETENTION TANK 25.0m x 7.1m
(AREA BASED ON POLY ARCH SYSTEM, CAN BE REDUCED
WITH CONCRETE SOLUTION BUT WILL COST MORE.

DETENTION SYSTEM OUTLET PIPE

25.0m

7.1
0m
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LEGEND:

                                                            STABILISED SITE ACCESS

DRAINAGE PIPE

                                                    SEDIMENT FENCE

NOTE:
ADDITIONAL NOTES AND DETAILS ARE TO BE PROVIDED AS
PART OF THE DETAILED DESIGN DEVELOPMENT PRIOR TO
ISSUE FOR CONSTRUCTION.
ALL DESIGNS ARE TO BE UNDERTAKEN IN ACCORDANCE
WITH THE INTERNATION EROSION CONTROL ASSOCIATION
(IECA) STANDARDS AND CERTIFIED BY A SUITEABLY
EXPERIENCED REGISTERED ENGINEER OR CPESC
CERTIFIED DESIGNER.
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