
SITE INSPECTION REPORT 

 
Suite 2.01 
828 Pacific Highway 
Gordon NSW 2072 
 
Tel: 61 (02) 9417 8400 
Fax: 61 (02) 9417 8337 

 

 

 
 
 
 
 

 
 

   

Weather: Cold  /  Mild  /  Hot  Calm /  Windy  /  Very Windy 

 Wet  / Dry /  Drizzle  No Cloud /  Some Cloud  /  Cloudy 

   

Plant:  Nil used for inspection 

 

  

 

Work In Progress:  Inspection of sediment and Erosion controls  

 
Item Inspection notes / Recommendations By - Due: 
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Works Inspected: 

Sediment and Erosion Control 
 
The sediment and erosion control measures that have been implemented on site have been 
inspected. Refer to the following comments: 
 

• The sediment and erosion control measures in place are generally compliant. 
 

• Sediment fence has been installed along the lower side of the site boundary. Refer to 
images below. 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Project Name:   The Forest High School Project No.:   231123 

Subject:   Site Inspection (based on aerial photos) Ref: SIR 2025-06-30 

Venue location:   187 Allambie Rd, Allambie Heights Date:  30/06/2025 

Recorded by:   Frank Zhou    Page 1 of 1 

Present: 

To: CC: Name: Company: Contact: 

✓  Alec Christofides ADCO  



 

 - 2 - 

Item Inspection notes / Recommendations By - Due: 

 
 
 

• The constructed OSD tank 1, 2 and 3 were functioning well as the required sediment 
basins. The water treatment plant was in place. Refer to the images below. 
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Item Inspection notes / Recommendations By - Due: 

 
 

• Earth bund and geofabric have been provided to prevent sediment from entering the 
western bush area. Refer to the image below. 
 

 
 

• It should be noted that the sediment and erosion controls on site are required to be 
revised as the earthworks for the site is progressed. The nature of sediment and erosion 
control is such that the design and implementation is constantly changing depending on 
the progression of the earthworks and stormwater on site. For this reason, it is expected 
that the sediment and erosion control measures on site do not directly correlate with the 
documentation prepared by Henry & Hymas. 

• Pumping of stormwater into Council’s stormwater system is to be in accordance with 
Council’s DCP and the Blue book (Managing Urban Stormwater Soils and Construction).  

 
 
 
 
 
 
Overall 
 

• All works are generally satisfactory and in accordance with the design by H&H. The 
sediment and erosion control measures have been implemented in a reasonable way 
under the current site condition and constraints.  

 




